
                  WWARA 902 MHz - 928 MHz Band Plan – 12.09.03


902.00 - 902.20 EME, Weak Signal, SSB 


902.10 - CW & SSB Calling Frequency 


902.20 - 903.00 - Repeater Input - 25 mhz Offset - 12.5 khz Spacing
       902.5000 - National Simplex 
       902.9750 - SNP Repeater Input*
       902.9875 - SNP Repeater Input* 


903.00 - 905.00 - EME, Weak Signal, SSB
      903.07 - 903.08 - Beacons
      903.10 - CW & SSB Calling Frequency 
      903.80 - 904.00 - Beacons


905.00 - 907.00 - Simplex Link 25 khz spacing
      906.50 - National Simplex


907.00 - 908.00 Repeater Input -12 mhz Offset - 12.5 khz Spacing


908.00 - 912.00 - Digital


912.00 - 918.00 - ATV 1 (NTSC Standard)


918.00 - 919.00 - Digital


919.00 - 920.00 - Repeater Output -12 mhz Offset -12.5 kz Spacing


920.00 - 926.00 - ATV 2 (NTSC Standard)

926.00 - 927.00 - Point to Point Linking - 12.5 khz Spacing


927.00 - 927.20 - FM Simplex


927.20 - 928.00 - Repeater Output - 25 mhz Offset - 12.5 khz Spacing

       927.5000 - National Simplex - 151.4 hz CTCSS
       927.9750 - SNP Repeater Output *
       927.9875 - SNP Repeater Output *

* Note: SNP Repeaters are limited to a maximum of 50 Watts Effective Radiated Power (ERP) and a maximum transmitting antenna height of 150 meters (500 feet) Above Mean Sea Level (AMSL). 
  

