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North American Battery Company

First to market with the latest products and newest technology, NABC offers over

1,000 batteries and accessories for almost every need.  By combining quality with

technology, NABC continues to be a leader in the battery market by providing

longer run times, faster charging and some of the best warranties in the business.

NABC offers an extensive line of land mobile radio batteries that are designed to

meet the most demanding applications.  The NABC line of land mobile radio 

batteries are equivalent to the quality and performance of OEM batteries, but at 

a fraction of the cost.  NABC is committed to being the first to market with new

batteries and can also custom design and manufacture any battery pack to our

customer's exact specifications.  

Welcome to

When critical communication
can't be compromised,

you can depend on NABC for 
all of your Land Mobile Radio

power and charging needs.



Battery temperature monitoring feature is 
built into all Pulse Power Charging Systems.

Start button force charges batteries 
with low voltage and brings almost 
dead batteries into full use.

Multi-unit chargers are expandable for
charging 1 to 6 batteries, while sharing 
a single power supply.

State-of-the-art micro-control technology allows
multi-chemistry charging with a single adapter.

• Automatic Rapid Charging 
with Conditioning

• Maintains Batteries at 
Peak Charge Indefinitely

• Protects Batteries 
from Overcharging 
and Overheating

• Recharges Batteries to Full
Capacity Every Time

• Top-Off Battery at Any Time
– No Need to Deep Discharge

• Single Bay Charging Unit is
the Base. Up to 5 Additional
Charging Bays May Be Added
to Create a Six Bay Unit.

Charges batteries simultaneously or independently
of each other. Each battery adapter cup has its own
unique printed circuit board specifically configured
for each battery type and model.

Interchangeable and 
updateable cups.

NABC also offers the updated NABC Pulse Power Charging System. 
The NABC Pulse Power Charging System uses a proprietary 
microprocessor with pulse technology that can significantly extend
the life of Land Mobile Radio Batteries used in critical communication
applications, in some cases well over 2000 cycles.



Brand Radio Communication Batteries

Motorola

NA9628

NA7144

NA9044

NA9008H

RADIO NABC MODEL CHEMISTRY VOLTAGE CAPACITY

CP125, VL130, Bearcom BC120, AX Series, AXU4100/5100, GM338/398, GP2000/2100
PMNN4063AR NEW NA4063H Ni-MH 7.5 1650

CP040/150/200, PR400, GP3188, EP450 
NNTN4496 NA4496 Ni-Cd 7.5 1100
NNTN4851 NA4851H Ni-MH 7.5 1650
NNTN4970A NEW NA4970L Li-Ion 7.5 1600

CT150/250/450/450-LS, PRO3150, GP308 
PMNN4018AR NA4018H Ni-MH 7.5 1600

EX500/600/600-XLS, GL2000, GP328+, GP344/388 
JMNN4023BR NA4024 Li-Ion 7.5 1550
JMNN4024CR NEW NA4024HC Li-Ion 7.5 1900

GP68, PACER 
PMNN4000/401 NANN4000 Ni-MH 7.5 2000

HT750/1250/1550, MTX-850/950/960/8250/9250, PR860, GP318/320/340/360/380 
HNN9008 NA9008H Ni-MH 7.5 1600
HNN9009 NA9009H Ni-MH 7.5 2700
HNN9010 NA9010 Ni-MH 7.5 2100
HNN9012 NA9012 Ni-Cd 7.5 1500
HNN9013 NANN9013 Li-Ion 7.5 1400

HT600/800
NTN5414A/4584BR, 60-60930L29 NA5414 Ni-Cd 10 1200
NTN5414A/7016A,  60-60930L29  NA5414H Ni-MH 10 1600

MT1000, MTX800/900 
NTN5447A/5448B, 60-60930L12,13,32 NA5447 Ni-Cd 10 1200
NTN5447A/7015A, 60-60930L12,13,32 NA5447H Ni-MH 10 1650

MT2000, HT1000/6000, GP900/1200, JT1000, MOBIUS, MTX838/8000/9000, MTS2000  
NTN7144A NA7144 Ni-Cd 7.5 1500
WPNN4037A NA7144H Ni-MH 7.5 2100
NTN7143A NA7143S Ni-Cd 7.5 1200
NTN7143A (Ni-MH) NA7143SH Ni-MH 7.5 1600
WPNN4013A NA4013H Ni-MH 7.5 2700
Belt Clip for 7144 NA7144BC N/A N/A N/A

Radius P10/P50 Plus, SP10/21/50, HT10  
HNN9044A/9233A, 6060937H01  NA9044 Ni-Cd 7.5 700
HNN9044A, 6060937H02 (Ni-MH) NA9044H Ni-MH 7.5 1000
HNN9027A, 60-60937H02 NA9027 Ni-Cd 11.25 700
HNN9018AR NA9018 Ni-Cd 7.5 1200

Radius P110
HNN8148B NA8148 Ni-Cd 7.5 1200
HNN8148B (Ni-MH) NA8148H Ni-MH 7.5 1650

Radius P100
NTN5451B NEW NA5451 Ni-Cd 10 1200

Radius P200/P210
NTN5521B, 60-60930L41 NA5521 Ni-Cd 10 1200

Radius GP300, LTS2000, GTX LTR Portable/Portable Plus, GTX800/900, GP88, GP600 
HNN9628A NA9628 Ni-Cd 7.5 1200
HNN9628A (Ni-MH), WPNN4040 NA9628H Ni-MH 7.5 1600

Radius GP350
HNN9360A NA9360 Ni-Cd 7.5 1200
HNN9360A (Ni-MH) NA9360H Ni-MH 7.5 1650

Radius P1225/LS
HNN9049A NA9049 Ni-Cd 7.5 1500
HNN9051A NA9049H Ni-MH 7.5 2000

Saber/ I R/ II R, MX1000/2000/3000/3010 
NTN4593DR/4657AR, 60-60930K05 NA4593 Ni-Cd 7.5 1200
NTN4595DR/9033B, 60-60930K09 NA4595 Ni-Cd 7.5 1800
NTN7014BR, 60-60930K09  NA4595H Ni-MH 7.5 2700

STX, MX800 
NTN4327C, 60-60930G02 NA4327 Ni-Cd 7.5 1800

Visar
NTN 7396BR NA7396H Ni-MH 7.5 600
NTN 7395BR NA7395 Ni-Cd 7.5 1500
NTN7394CR NA7394H Ni-MH 7.5 2000

To Place an order call 800-328-9146 • fax 619-661-5096 • email customercare@nabcorp.com



Icom

NA2122HC

NABP196

Brand Radio Communication Batteries

Bendix King

E.F. Johnson

GE/Ericsson/MA-Com

Motorola
RADIO NABC MODEL CHEMISTRY VOLTAGE CAPACITY

XTN Series, CP100, XTN446, XU1100 / XU2100 / XU2600, XV1100 / XV2100 / XV2600, Talkabout
T7100 / T7400, HandieProXTN
NTNN4190A  NEW NA4190H Ni-MH 4.8 1450

XTS 1500/2500, PR1500, MT 1500
NTN9815B  NEW NA9815 Ni-Cd 7.5 1600
NTN9858B  NEW NA9858H Ni-MH 7.5 2000

XTS 3000/3500/5000
NTN8924BR NA8294 Ni-Cd 7.5 1700
NTN8923AR NA8923H Ni-MH 7.5 2700
NTN8923AR, RNN4006B NA8923HC Ni-MH 7.5 3800
NTN8610BR  NEW NA8610L Li-Ion 7.5 2300
NTN9862B  NEW NA8924L Li-Ion 7.5 4800

Belt Clip for XTS3000 Series NA8294SBC N/A N/A N/A

LPH, LPX, GPH, EPH, EPI, EPU, EPV
LLA125, LAA105 NA0140 Ni-Cd 9.6 1500
LLA125, LAA105 NA0140H Ni-MH 9.6 2150

7540 (7500 Series)
BP-196 NABP196 Ni-Cd 9.6 1050

LPE 200/400, KPC 300/400, Hawkeye Short, Panther 500P
BKB191202, H9PA7M (Tall) NAP1202 Ni-Cd 7.5 1600
BKB191203, H9PA7N NA1203 Ni-Cd 7.5 1500
BKB191203, H9PA7M (Ni-MH) NA1203H Ni-MH 7.5 2000

EDACS 300P
BKB191212/1, KDPA9B NA2121 Ni-Cd 7.5 1100
BKB191212/2, KDPA9C NA2122HC Ni-Cd 7.5 1500

Jaguar J-700P/Pi, SPD 2000, P5100/7100 
BKB191210/3, HTPA9N, HAPA9N NA2103 Ni-Cd 7.5 1700
BKB191210/4, HTPA9P. HAPA9P NA2104H Ni-MH 7.5 2600

Monogram
BKB 191 204/1 NA2041 Ni-Cd 7.5 1200
BKB 191 206/1 NA5061 Ni-Cd 10.8 600
BKB 191 206/3 NA5063HC Ni-Cd 10.8 1700

MPA/MPD/PLS/TPX/MTL
19A704850P7, BKB191205/1 NA2051 Ni-Cd 7.5 1500
19A704860P7, BKB191205/3 NA2053HC Ni-MH 7.5 2000

PCS
19A7052931P1 NA5293 Ni-Cd 7.5 1500
19A7052932P2 NA5293HC Ni-MH 7.5 2000

Panther 400P/405P/600P/605P/625P, Cougar 400P/600P/625P
T0PB100, GPPA9F NAPB100 Ni-Cd 7.5 1200
TOPB200, GPPA9G NAPB200 Ni-Cd 7.5 1500
T0PB100H, GPPA9H NAPB100H Ni-MH 7.5 2000

M-RK I, II, III
19A149838P1, PKPA1X  NEW NA9838 Ni-Cd 7.5 1100
344A3278P1, PKPA1Y  NEW NA3278 Ni-Cd 7.5 1800

IC-F3/F3S/F4/F4A/F4TR/A4/T2
BP196 NABP196 Ni-Cd 9.6 1050

IC-F21S/F21, IC-F40/30 GT/GS, ICF3/4 GT/GS
BP-209 NABP209 Ni-Cd 7.5 1100
BP-210 NABP210 Ni-MH 7.5 1650

IC-F14S/F14, F24/24S, F33/F43 GT/GS
BP-231 NEW NABP231 Ni-Cd 7.5 1100
BP-232 NEW NABP232 Ni-MH 7.5 2000

IC-F70/F80 DT/DS
BP-235 NEW NABP235 Li-Ion 7.5 1600
BP-236 NEW NABP236 Li-Ion 7.5 2400

To Place an order call 800-328-9146 • fax 619-661-5096 • email customercare@nabcorp.com

NA8923HC



Maxon

Nextel

Relm/Regency

Brand Radio Communication Batteries

Kenwood

NA8614L

NABP/4

NAKNB17H

RADIO NABC MODEL CHEMISTRY VOLTAGE CAPACITY

TK-208/308, TH22AT/44AT
PB-34 NAPB34 Ni-Cd 9.6 600

TH-G71A / TH-D7AG
PB-38 NEW NAPB38 Ni-Cd 6 600
PB-39 NEW NAPB39 Ni-MH 9.6 1000

TH-F6A
PB-42L NEW NAPB42L Li-Ion 7.5 1800

TK-250/350/353
KNB-12A NAKNB12 Ni-Cd 7.5 1050
KNB-12A NAKNB12H Ni-MH 7.5 1650

TK-260/270/272G/360/370G/372G/373G, TK-2100/2100K2, TK-3100/3100K2/3101
KNB-15A NAKNB15 Ni-Cd 7.5 1200
KNB-15A (Ni-MH) NAKNB15H Ni-MH 7.5 2000

TK-280/290/380/390/480/481
KNB-17A NAKNB17 Ni-Cd 7.5 1500
KNB-17A (Ni-MH) NAKNB17H Ni-MH 7.5 2000

TK-2140/3140, TK-2160/3160, TK-2170/3170/3173, FTH1010
KNB-24L NAKNB24L Li-Ion 7.5 1550
KNB-25A NAKNB25 Ni-Cd 7.5 1200
KNB-26N NAKNB26 Ni-MH 7.5 2000

TK-2200/2202, TK-3200/3202
KNB-29N  NEW NAKNB29H Ni-MH 7.5 1600
KNB-30A  NEW NAKNB30 Ni-Cd 7.5 1100

TK-2180/3180, TK-5210
KNB-31A  NEW NAKNB31 Ni-Cd 7.5 1700
KNB-32N  NEW NAKNB32H Ni-MH 7.5 2500
KNB-33L  NEW NAKNB33L Li-Ion 7.5 1800

Force, Maxon CPO510, Regency MCD Series 
BP-4, FNB-1, GE B025AK00201, FNB-2 NABP/4 Ni-Cd 11.25 700

SP2000/2550/2500/2850, SL80WV/SL70 Series 
SA1170/SA1270 NASP200 Ni-Cd 10.8 1200
SA1155/SA1255 NASA1155 Ni-Cd 10.8 600

Legacy PRO Line Series, All Models 
ACC-202 NAACC202 Ni-Cd 7.5 1150
ACC-202 (NiMH) NAACC202H Ni-MH 7.5 1450

SP300 Series
ACC-200 NAACC200 Ni-MH 7.5 1150

CP0510/0520, Companion CP/CS Series, SP5150/5050HD
CA1450 NACA1450 Ni-Cd 11.25 600

SP-120/130/140, SL-25 
MPA-1200 NAMPA1200 NI-CD 7.5 1200
MPA-1400 NAMPA1400H NI-MH 7.5 1450

iDEN i30/i35/i50/i55/i58/i60/i80/i85/i88/i90/i95/i205/i215/i275/i285/i305/i315/i325/i355/i530/i560/
i605/i710/i730/i733/i736/i760/i850/i860
SNN5705 NA5705 Li-Ion 3.6 900
NTN1795 NA1795 Li-Ion 3.6 1400

iDEN i280/i370XL/i390/i470/i600, R300/R370XL/R470, d700 TETRA
NTN8100 NA8100H Ni-MH 6 2000

iDEN i500/i550/i700
NTN 8971 NA8971H Ni-MH 5 1450

iDEN i1000/i2000
NTN8614 NA8614L Li-Ion 3.6 900
RADIO NABC MODEL CHEMISTRY VOLTAGE CAPACITY

MINI-COMM 1&2, HH400/2500 
MA181, BP4 NABP/4 Ni-Cd 11.25 700

To Place an order call 800-328-9146 • fax 619-661-5096 • email customercare@nabcorp.com



Uniden

Wilson

NANBV57H

Brand Radio Communication Batteries

Tait

Tekk

RADIO NABC MODEL CHEMISTRY VOLTAGE CAPACITY

ORCA Top-12110/12410, T1000/3000 
T3000 NAT3000 Ni-Cd 7.5 1500

ORCA Elan & Excel, ORCA 5011/5021/5030/5035/5040
T0PB100 NAPB100 Ni-Cd 7.5 1200
TOPB200 NAPB200 Ni-Cd 7.5 1500
T0PB100H NAPB100H Ni-MH 7.5 2000

PRO-50
BP4 NABP/4 Ni-Cd 11.25 700

PRO-20, T20/40/50 
SB-20 NASB20 Ni-Cd 7.5 700

PRO 80/90, T80 
SB-80/R NASB80 Ni-Cd 7.5 1200

APH, APL & APU SERIES 
APX500 NABP/4 Ni-Cd 11.25 700

SPS801/802, SPH115, SPU454 
APX1105 NAPX1105 Ni-Cd 7.5 1200
APX1160 NAPX1160 Ni-Cd 7.5 1500

Wilson
41B025AK00501/00201 NABP/4 Ni-Cd 11.25 700

FTC703A/708R/2203/2205, FT2003/4703
FNB1, FNB2 NABP/4 Ni-Cd 11.25 700

FT23R/33R/73R, FTC7005, FTH2003/2005/2008/7005/7008/7010
FNB-12 NANB12 Ni-Cd 10.8 600
FNB-14 NANB14 Ni-Cd 7.5 600

VX300 (With Clip)
FNB-55 NANB55 Ni-MH 7.5 1150
FNB-56 NANB56 Ni-Cd 12 600

VX-500/510/520UD/530
FNB-29, FNB-29A NANB29A Ni-Cd 7.5 1500
FNB-29, FNB-29A (Ni-MH) NANB29AH Ni-MH 7.5 2000

VX-10
FNB-V47 NANBV47 Ni-Cd 7.5 1200
FNB-V47 (Ni-MH) NANBV47H Ni-MH 7.5 2000

VX-110/120/127/130/150/160/177/180/200/210A/410/420, FT-60R
FNB-V57 NANBV57 Ni-Cd 7.5 1050
FNB-V57 (Ni-MH), FNB-V83 NANBV57H Ni-MH 7.5 1600
FNB-V67LI NEW NANBV67L Li-Ion 7.5 2000

VX-800
FNB-V62LI NANBV62L Li-Ion 7.5 2000

VX-5R/5RS/7R,VXA-700/710
FNB-80LI NEW NABNV80L Li-Ion 7.5 1300

VX-820/920
FNB-V87LI NEW NABNV87L Li-Ion 7.5 2000

Yaesu/Vertex

To Place an order call 800-328-9146 • fax 619-661-5096 • email customercare@nabcorp.com

To  a c c e s s  a  c o m p l e t e  c r o s s  r e f e r e n c e  o f  N A B C  B a t t e r i e s  o n l i n e  g o  t o

www.batterymatch.com
To find out more about NABC products  go to

www.nabcorp.com



Advanced Video

Other Pager Batteries

FRS Batteries

NANBV57H

PAGER FITS NABC MODEL OEM BATTERY VOLTAGE

Motorola Vibrator

NA654PG N, RF654, RF753B 1.2

Motorola Dimension IV, Director Miniro, Dimension 1000, Metro Pageboy, Pageboy III, Pagecom,
PMR2000, Spirit, Redicom Slimline

NA6965PG NLN6595A, 60-5104A01N,
Y5773M, 405089 2.4

Motorola Director II, Minitor II, Dimension II

NA4974PG NRN4974, 60-5276L01 1.2
Motorola Dimension 2000, Keynote, BPR2000

NA7057PG NLN7057A, 60-5842E02 1.2
Motorola Minitor V

NA5707PG(Ni-MH) RLN5707A 3.6
Motorola Minitor III & IV

UL2AAA NLN7057A, NRN4974,
NLN7057A, NRF654 1.2

Cobra FRS

FA-BP Cobra FRS Radio Battery

Motorola FRS

FRS-4002A Motorola FRS Battery HKNN4002A

RADIO NABC MODEL CHEMISTRY VOLTAGE MAH

N/A NABP/4 Ni-Cd 11.25 700

UltraLast Alkaline Batteries

UL20AAVP

MSBP2/3 MSBP1 MSBP4 MSBP5

NABC MODEL DESCRIPTION

ULA2AAA 2 Pack AAA, carded 
ULA4AAA 4 Pack AAA, carded 
ULA8AAA 8 Pack AAA, carded 
ULA2AA 2 Pack AA, carded 
ULA4AA 4 Pack AA, carded 
ULA8AA 8 Pack AA, carded 
ULA2C 2 Pack C, carded 
ULA2D 2 Pack D, carded 
ULA2AAAA 2 Pack AAAA, carded 
ULA9V 1 Pack 9V, carded 
UL10AAVP 10 Pack AA, bulk, color packaging 
UL20AAVP 20 Pack AA, bulk, color packaging 
UL40AAVP 40 Pack AA, bulk, color packaging 
UL12AAAVP 12 Pack AAA, bulk, color packaging 
ULA100AAAB 100 Pack AAA, bulk, white corrugate pkg 
ULA100AAB 100 Pack AA, bulk, white corrugate pkg
UL12CB 12 Pack C, bulk, corrugate box 
UL12DB 12 Pack D, bulk, corrugate box 
UL129VB 12 Pack 9V, bulk, corrugate box 

Brand Flashlight Batteries

NABC
FLASHLIGHT NABC MODEL CHEMISTRY VOLTAGE MAH

Maglite/Streamlight
Stinger, Stinger HP, Singer XT, 
Stinger XT HP, PolyStinger (3 Cs) MSBP1 NiCd 3.6 1600
Super Stinger, Ultra Stinger (5 Cs) MSBP2 NiCd 6.0 1600
SL20XP/SL15X (5 Cs) MSBP3 NiCd 6.0 2000
Super Stinger, Ultra Stinger (5 Cs) MSBP4 NiMH 6.0 3000
SL20X/Maglite (5 1/2D) MSBP5 NiCd 6.0 2600
SL35X (5 D) MSBP6 NiCd 6.0 4500

To Place an order call 800-328-9146 • fax 619-661-5096 • email customercare@nabcorp.com



Complete Service
Warranty: Every battery is shipped with a full manufacturer's warranty.

Shipping: Low minimum order quantities and prepaid freight make
ordering from NABC easy. Most orders are shipped within 24 hours and
will be at your location in a matter of days.

Customer Service: Available every day by phone, e-mail or Internet.

Retailer/Distributor 
Customer Service:
phone: 800/328-9146
fax: 619/661-5096
email: customercare@nabcorp.com

Retailer/Distributor 
Sales:
phone: 619/661-7992
fax: 619/661-5096
email: sales@nabcorp.com 

Engineering: With all products developed at our
North American Headquarters in San Diego,
California, NABC is committed to being first to
market with new batteries. The NABC engineering
team can also custom design and manufacture any
battery pack to our customer's exact specifications. 

North American Manufacturing: With our factory
located only miles from our corporate office, we are
able to react to orders and product requests quickly
and accurately. 

Extensive Product Offering: Local manufacturing
allows us to maintain one of the most extensive lines
of land mobile radio batteries available on the market.

Local Product Development
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*Unless otherwise noted

Performance and Longevity: Every battery model
shipped tests between 100% and 105% of the 
stated capacity at an IEC rate of C/10 for charging
and C/5 for discharging.

Each model has been tested for a minimum of
40 cycles. At the 40th cycle, all packs retain a
stated capacity of 99% to 102%.

OEM Quality: All NABC LMR batteries use high
quality Japanese manufactured cells, which are
equivalent to the cells used in most OEM packs.*

Safety and Protection: NABC builds safety 
precautions into every battery we manufacture. 
At a minimum, every battery has a polyswitch for
thermal and current protection, a diode for reverse
current protection, and resistors for overcharge
protection.

Multi-Step Quality

Every component of our batteries, from sub-assembly to the
finished battery, is checked to ensure performance, quality
and safety meet and surpass industry standards.

C H A R G E  C Y C L E S



NABC Corporate Offices  |   2155 Paseo de las Americas #31, San Diego, CA 92154

Sales inquires: (619) 661-7992  |  sales@nabcorp.com

Customer service: (800) 328-9146  |  customercare@nabcorp.com

Many of NABC’s products are manufactured, assembled and packaged in North America

REV 0506.1

For over 30 years, North American Battery Company has been a leading manufacturer of 

rechargeable batteries for consumer and commercial applications.  With corporate offices in San

Diego, California and sales offices in the U.S. and Canada, NABC’s order delivery and distribution

capabilities are some of the most advanced in the industry.  The talented and experienced NABC

team is dedicated to providing the highest level of product quality, technological development

and customer service to keep our customers one step ahead of the competition.

You can also log onto www.nabcorp.com to view

� Latest product catalogs

� Direct links to retailers and e-tailers who sell NABC products

� A complete listing of qualified wholesale distributors who carry NABC products

www.batterymatch.com

1. Go to  ww.batterymatch.com
Enter your search in the
dynamic search engine 

2. Or select your radio or
battery manufacturer
from the Land Mobile
Radio menu

3. Select your model
from the brand page

4. View all NABC battery 
fits and product specifications

To  a c c e s s  a  c o m p l e t e  c r o s s  r e f e r e n c e  o f  N A B C  B a t t e r i e s  o n l i n e  g o  t o  
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