New LRC VS. Old LRC

	Key Pressed
	New HD24 LRC
	Key Pressed
	Old LRC*

	None
	1407 ohm
	None
	1410 ohm

	Auto Loop
	128 ohm
	Auto Rec
	127 ohm

	Locate 0
	280 ohm
	Auto Loop
	278 ohm

	Loop Start (Locate 1)
	229 ohm
	Locate 1 (Loop Start)
	228 ohm

	Loop End (Locate 2)
	180 ohm
	Locate 4 (Loop End)
	178 ohm

	Rehearse
	77 ohm
	Rehearse
	76 ohm

	Set Locate
	435 ohm
	Set Locate
	430 ohm

	Punch In (Locate 21)
	330 ohm
	Locate 2 (Punch In)
	328 ohm

	Punch Out (Locate 22)
	381 ohm
	Locate 3 (Punch Out)
	379 ohm

	REW
	1107 ohm
	REW
	1100 ohm

	FF
	1207 ohm
	FF
	1200 ohm

	STOP
	1009 ohm
	STOP
	1000 ohm

	PLAY
	897 ohm
	PLAY
	898 ohm

	REC
	1305 ohm
	REC
	1300 ohm

	REC+PLAY
	800 ohm
	REC+PLAY
	797 ohm


Note: Keys are listed left to right, top to bottom

* ADAT Type II LRC for the LX & XT models.
